GRAFIK Eye®©3000 Series

Installation Instructions
Please Leave for Occupant

GRX-FDBI-16A-120

Fluorescent Dimming
Ballast Interface

>
s>

DO NOT WIRE HOT

(Unit shown with faceplate removed)
Description

The GRX-FDBI-16A-120 Fluorescent Dimming Ballast
Interface provides the ability to dim Lutron Hi-lume
FDB ballast on a single zone of the Grafik Eye 3000
Series Control. It controls up t01920VA of load and
mounts in a standard 2-gang wallbox.

lm;?ortant Notes:
1. This control must be installed by a qualified

electrician.
2. Instail in accordance with all applicable regulations.
3. Improper wiring can result in personal injury,
damage to the controi, or damage to other
equipment.

Installation & Operation

New Installations:

Check each zone for short or open circuits. Turn
power off. Connect a standard switch between the hot
lead and the hot and switched hot of the ballast, then
turn power on. If the load device does not operate,
the circuit is open. If the breaker trips (fuse blows),
the circuit is shorted. Correct any open or shorted
condition and test again before proceeding.

1. Turn power off.

Warning: Always turn off the circuit breaker or
remove the main fuse from the power line
before doing any work. Failure to do so can
result in serious personal injury.

2. Strip insulation from wallbox wires as shown:
2

3. Connect wiring as shown in Figure 1 if load is
800VA or less. Wire as shown in Figure 2 if load
exceeds 800VA. Each terminal will accept up to
two wires (#12 to #18 AWG).
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Figure 1. Wiring Diagram—
UP to 800W/VA per zone
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Figure 2. Wiring Diagram—
UP to 1920W/VA per zone
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4. Confirm all connections and mount the unit as
shown in Figure 3.

Figure 3. Mounting Diagram

5. Program load type on zone to be dimmed to
“Lutron Hi-lume Fluorescent”. Refer to Main Unit
Instruction Sheet.

6. Restore power to the system. Operate the Grafik
Eye 3000 in the usual way.

Troubleshooting
Problem Causes Remedies
Lights do not come on Power is Off Restore power to the Power booster
Restore power to Main Control Unit

Miswire Confirm wiring per Figures 1 or 2
Grafik Eye 3000 Refer to Grafik Eye troubleshooting section
Bulb(s) burned out Replace bulb(s)

Worldwide Technical and Sales Warranty

Assistance

If you need assistance, call the toll-free Lutron
Hotline:

(800) 523-9466 (U.S.A)

Outside the U.S.A., call (610) 282-3800
Fax (610) 282-3090

Telex 847475 Lutron CPBG

TWX 510-651-3755 LUTRON CPBG

Lutron will, at its option, repair or replace any control that is defective in materials or
manufacture within one year after the purchase. For warranty service, call Lutron-Hotline
at (800) 523-8466 and ask for tield service. Lutron shatl,at its option, arrange for repair or
replacement of any defective unit.

This warranty is in lieu of all other warranties, express or implied, and the implied warranty
of merchantability is fimited to one year from purchase. This warranty does not cover the
cost of installati I, or re-installation, or damage resulting from misuse, abuse, or
improper wiring or insulation.

This warranty gives you specific legal rights, and you may also have other rights which
vary from state to state. Some states do not allow the exclusion or limitation of incidental
or consequential damages or limitations on how long an implied warranty may last, so the
above limitations and exclusions may not apply to you.
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